CONNECTOR 250 AWG '
ELASTIMOLD 03700-280 9.74" [9 3/4"] | INSULATION CUT

2.58" [2 9/16"] /-6 PRE-SWAGE (IA) R . BACK TEMPLATE

vinium.

SEMI-CON SHIELD

o
i .
INJECTION ADAPTER | — Al -N A
i TR i i B 2o j
I I | E oS F= g
| . 98¢5 N
i o Qg% 7
! ! I ) AN 9 Q¥ s 5
N | L o 52t: %
i o N o2z g
U-I i | <_': g : >N
>~ ng =) | \ R £l
__________ SEMI-CON SHIELD .0 385 o
ek - INSULATION N cpse®
< TOOL STOP el ~ EBE:
6.21" [6 3/16"] 60 MILS o E8ic:
> 2 £
10.74" [10 3/4"] | 3 251 x
3R
4.45" [4 7/16"] © 5%l
ELASTIMOLD® T-BODY K655-K656BLR MARKING TAPE O RY i<
1 -2 o2 8 Q
£ O ¢ Wn
n oa: ¢
© 223 :
< :£
X §S;
m w
N ©
)]
>
L

Ne9VIiNniumn

CABLE INSULATION

ADAPTER 655CA-]

Tl
-
>
wn
_I
[ —
<
O
—
W,
& %A’V /
{X/ﬂ/ ' v
[“ NOTE: THE INSULATION ADAPTER MUST
TOOL STOP CUT BE ON THE CABLE BEFORE SWAGING THE

The marking tape must be located from end of strip cable (as shown BACK TEMPLATE CONNECTOR. SEE NRI 31 & NRI 32

as pre-swage) to the end of cable insulation adapter and should
be within 1/4 inch [6mm] after swage. i




